gOmikron

Electronics

TFM122M QTU rbosound

Quatosond

Stage monitor Coaxial 2 Way loudspeaker, with 1x12" Carbon fibre o
woofer and 1x1,4" HF driver, 350W @8Q. Dispersion 60° x 40°. Retail Price .
Frequency response 63-20000Hz, sensitivity 96dB / W / m, 128dB max.

Black color. Dimensions (HxWxD) 302 x 452 x 504 mm. Weight 15,5kg. 1'054’ 00€

Operatlon: PaSSIVe or Blamp mode *VAT Included in Retail Price 24%
Manufacturer Name: TURBOSOUND Code: E011501-(A)
ATl TFM122M Part Number: 000-BL9
Part Number: 000-BL9

Price for: pcs

Speaker Category Floor Monitor

Speaker Type Active $tage monitor coaxial 2 way loudspeaker,
with 1x12" carbon fibre woofer and 1x1,4" hf

Speaker Material Wooden Cabin driver, 350w @8w

Speaker Power (Watt) 350

Resistance (ohms) 8Q

Woofer (inches) 12

Tweeter / Driver (inches) 1.4

dB (max spl) 128

Sensitivity (1W / 1m) 96

Weight (kg) 15.5

Frequency Response (Hz)

Color

63 £wg 20000

Maupo

Application Concert, Portable PA
Installation,Rental

Guarantee 10 Years Guarantee



